
Mr. W. H. Shillingford
Ford Electronics and Refrigeration Corporation
4747 Western Avenue
Connersville, Indiana  47331

Re: 041-10719
First Administrative Amendment to
Part 70 T041-6896-00004

Dear Mr. Shillingford:

Ford Electronics and Refrigeration Corporation was issued a Part 70 Operating permit on
February 17, 1999, for an automotive parts manufacturing plant.  An application requesting a Significant
Source Modification was received on October 28, 1998.  Pursuant to the provisions of 326 IAC 2-7-
10.5(l)(1) and 326 IAC 2-7-11 the Part 70 permit is hereby administratively amended to incorporate the
requirements of the Significant Source Modification No. 041-10295-00004.  

All other conditions of the permit shall remain unchanged and in effect.  Please attach a copy of
this amendment and the following revised permit pages to the front of the original permit. 

This decision is subject to the Indiana Administrative Orders and Procedures Act - IC 4-21.5-3-5. 
If you have any questions on this matter, please contact Janusz Johnson, at (800) 451-6027, press 0
and ask for Janusz Johnson or extension (2-8325), or dial (317) 232-8325.

Sincerely,

Paul Dubenetzky, Chief
Permits Branch
Office of Air Management

Attachments: Revised and new Part 70 permit pages (3 pages)
JKJ
cc: File - Fayette County

U.S. EPA, Region V 
Fayette County Health Department
Air Compliance Section Inspector - Warren Greiling
Compliance Data Section - Mindy Jones
Administrative and Development - Janet Mobley
Technical Support and Modeling - Nancy Landau



PART 70 OPERATING PERMIT
and ENHANCED NEW SOURCE REVIEW

OFFICE OF AIR MANAGEMENT

Ford Electronics and Refrigeration Corporation
4747 Western Avenue

Connersville, Indiana 47331

(herein known as the Permittee) is hereby authorized to operate subject to the conditions
contained herein, the source described in Section A (Source Summary) of this permit.  

This permit is issued in accordance with 326 IAC 2 and 40 CFR Part 70 Appendix A and
contains the conditions and provisions specified in 326 IAC 2-7 and 326 IAC 2-1-3.2 as required
by 42 U.S.C. 7401, et. seq. (Clean Air Act as amended by the 1990 Clean Air Act
Amendments), 40 CFR Part 70.6, IC 13-15 and IC 13-17.

         

Operation Permit No.: T041-6896-00004

Issued by: 
Janet G. McCabe, Assistant Commissioner
Office of Air Management

Issuance Date: February 17, 1999

First Administrative Amendment: 041-10719 Pages Affected: 44a and 44b

Issued by:
Paul Dubenetzky, Branch Chief
Office of Air Management

Issuance Date:



Ford Electronics and Refrigeration Corporation Page 44a of 49
Connersville, Indiana OP No. T041-6896-00004
Permit Reviewer: TE/EVP

First Administrative Amiendment 041-10719
Amended by: Janusz Johnson

SECTION D.6 FACILITY OPERATION CONDITIONS

one (1) anodizing tank utilizing a maximum of 15 pounds per hour of acid solution, with acid mist
controlled by a fume scrubber

Emission Limitations and Standards  [326 IAC 2-7-5(1)] 

D.6.1 Particulate Matter (PM)  [326 IAC 6-3]
Pursuant to 326 IAC 6-3 (Process Operations), the allowable PM emission rate from the
anodizing operation shall not exceed 1.41 pounds per hour when operating at a process weight
rate of 405 pounds per hour.

The pounds per hour limitation was calculated with the following equation:

Interpolation and extrapolation of the data for the process weight rate up to 60,000 pounds per
hour shall be accomplished by use of the equation:

E = 4.10 P0.67 where E = rate of emission in pounds per hour; and
P = process weight rate in tons per hour

Compliance Determination Requirements

D.6.2 Testing Requirements  [326 IAC 2-7-6(1),(6)]
The Permittee is not required to test this facility by this permit. However, IDEM may require
compliance testing at any specific time when necessary to determine if the facility is in
compliance.  If testing is required by IDEM, compliance with the PM limit specified in Condition
D.6.1 shall be determined by a performance test conducted in accordance with Section C -
Performance Testing.  

D.6.3 Particulate Matter (PM)
The scrubber for PM control shall be in operation at all times when the anodizing system is in
operation and exhausting to the outside atmosphere.  



Ford Electronics and Refrigeration Corporation Page 44b of 49
Connersville, Indiana OP No. T041-6896-00004
Permit Reviewer: TE/EVP

First Administrative Amiendment 041-10719
Amended by: Janusz Johnson

SECTION D.7 FACILITY OPERATION CONDITIONS

Machining Operations with a maximum throughput of 1,965 pounds of parts per hour with five (5) oil
mist collectors for controls (OMC Nos. 1 through 5).  The operations consist of steel turning and
grinding, scroll milling, scroll turning, and front and rear heads.

Emission Limitations and Standards  [326 IAC 2-7-5(1)] 

D.7.1 Particulate Matter (PM)  [326 IAC 6-3]
Pursuant to 326 IAC 6-3 (Process Operations), the allowable PM emission rate from the
machining operations shall not exceed 4.09 pounds per hour when operating at a process weight
rate of 1,990 pounds per hour.

The pounds per hour limitation was calculated with the following equation:

Interpolation and extrapolation of the data for the process weight rate up to 60,000 pounds per
hour shall be accomplished by use of the equation:

E = 4.10 P0.67 where E = rate of emission in pounds per hour; and
P = process weight rate in tons per hour

Compliance Determination Requirements

D.7.2 Testing Requirements  [326 IAC 2-7-6(1),(6)]
The Permittee is not required to test this facility by this permit. However, IDEM may require
compliance testing at any specific time when necessary to determine if the facility is in
compliance.  If testing is required by IDEM, compliance with the PM limit specified in Condition
D.6.1 shall be determined by a performance test conducted in accordance with Section C -
Performance Testing.  

D.7.3 Particulate Matter (PM)
The oil mist eliminators for PM control shall be in operation at all times when the machining
operations are in operation and exhausting to the outside atmosphere.  


