
Mr. James Alexander
U.S. Steel-Gary Works
One North Broadway
Gary, IN 46402-3199

Re: Minor Source Modification No:
 089-12137-00121

Dear Mr. James Alexander

 U.S. Steel-Gary Works applied for a operating permit on December 13, 1996 for blast furnaces
and steel mills.  An application to modify the source was received on April 5, 2000.  Pursuant to 326 IAC
2-7-10.5 the following emission units are approved for construction at the source:

Proposed Replacement Changes to Boiler Nos. 1,2,3

(a) The proposed changes to the boilers involve replacement in kind of the pilots, replacement in kind
of the burners and replacement of the fans with larger ones. The forced draft fans, which provide
combustion air to the boilers, and the induced draft fans, which extract products of combustion
from the boilers, are not large enough to allow any of the boilers to fire 100% blast furnace gas
(BFG). Because of this, supplementation with mixed gas and/or fuel oil is frequently required.
Larger fans will allow BFG to be burned more efficiently, however, the larger fans will not result in
increases in the maximum heat input rate capacity for BFG, mixed gas or fuel oil.To minimize risk
of catastrophic failure and improve safety, US Steel will install two new computerized
instrumentation and control systems on each boiler. Each boiler will have a combustion control
system, which will continuously control the air fuel mixture which will provide improvement to the
combustion process. A new burner management system, which will continuously monitor
conditions within each boiler and interrupt fuel flow in the event of a problem, such as boiler flame
out or failure in the feedwater system.

The Minor Source Modification approval will be incorporated into the pending Part 70 permit application
pursuant to 326 IAC 2-7-10.5(l)(3).  The source may begin operation upon issuance of the source
modification approval.
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This decision is subject to the Indiana Administrative Orders and Procedures Act - IC 4-21.5-3-5.   If you
have any questions on this matter call (800) 451-6027, press 0 and ask for R. Joe Crawford or extension
3-0431, or dial (317) 233-0431.
Sincerely,

Sincerely,

Paul Dubenetzky, Chief
Permits Branch
Office of Air Management

Attachments
RJC
cc: File - Lake County

U.S. EPA, Region V 
Lake County Health Department
NWRO
Air Compliance Section Inspector- Rick Massoels 
Compliance Data Section - Karen Nowak
Administrative and Development - Janet Mobley
Technical Support and Modeling - Michele Boner



PART 70 MINOR SOURCE MODIFICATION
OFFICE OF AIR MANAGEMENT

and
CITY OF GARY

DIVISION OF AIR POLLUTION CONTROL

U. S. Steel - Gary Works
One North Broadway

Gary, Indiana 46402-3199

(herein known as the Permittee) is hereby authorized to construct and operate subject to the
conditions contained herein, the emission units described in Section A (Source Summary) of this
approval.  

This approval is issued in accordance with 326 IAC 2 and 40 CFR Part 70 Appendix A and
contains the conditions and provisions specified in 326 IAC 2-7 as required by 42 U.S.C. 7401,
et. seq. (Clean Air Act as amended by the 1990 Clean Air Act Amendments), 40 CFR Part 70.6,
IC 13-15 and IC 13-17.

Source Modification No.: 089-12137-00121

Issued by: 
Paul Dubenetzky, Branch Chief
Office of Air Management

Issuance Date:
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SECTION A  SOURCE SUMMARY

This permit is based on information requested by the Indiana Department of Environmental Management
(IDEM), Office of Air Management (OAM).  The information describing the source contained in conditions
A.1 through A.3 is descriptive information and does not constitute enforceable conditions.  However, the
Permittee should be aware that a physical change or a change in the method of operation that may
render this descriptive information obsolete or inaccurate may trigger requirements for the Permittee to
obtain additional permits or seek modification of this permit pursuant to 326 IAC 2, or change other
applicable requirements presented in the permit application.

A.1 General Information
The Permittee owns and operates a steel mill.

Responsible Official: Ray Terza
Source Address: One North Broadway, Gary, Indiana 46402
Mailing Address: One North Broadway, Gary, Indiana 46402
SIC Code: 3312
County Location: Lake
County Status: Nonattainment for ozone, PM-10 (City of Gary), and SO2 (City of Gary) 
Source Status: Major source, under PSD Program, Emission Offset Program, Part 70

Program and is 1of the28 specifically listed sources.

A.2 Emission Units and Pollution Control Equipment Summary  
This permit is to modify the Turboblower Boiler House (TBBH) as follows:
Proposed Replacement Changes to Boiler Nos. 1, 2, 3

(a) The proposed changes to the boilers involve replacement in kind of the pilots,
replacement in kind of the burners and replacement of the fans with larger ones.
The forced draft fans, which provide combustion air to the boilers, and the induced draft
fans, which extract products of combustion from the boilers, are not large enough to allow
any of the boilers to fire 100% blast furnace gas (BFG). Because of this, supplementation
with mixed gas and/or fuel oil is frequently required. Larger fans will allow BFG to be
burned more efficiently, however, the larger fans will not result in increases in the
maximum heat input rate capacity for BFG, mixed gas or fuel oil.

(b) As part of the source’s continuing effort to utilize more BFG (which would otherwise be
flared) within the source for energy generation, the source intends to increase the
combustion of BFG in boiler nos. 1, 2, 3.  Since the increase in potential emissions from
combusting BFG in boiler nos. 1, 2, 3 is offset by the decrease in emissions from flaring
BFG, there is no net increase or decrease in emissions from this undertaking.

(c) To minimize risk of catastrophic failure and improve safety, US Steel will install two new
computerized instrumentation and control systems on each boiler.

 
(d) Each boiler will have a combustion control system, which will continuously control the air

fuel mixture which will provide improvement to the combustion process. 

A new burner management system, which will continuously monitor conditions within each boiler and
interrupt fuel flow in the event of a problem, such as boiler flame out or failure in the feedwater system.

A.3 Part 70 Permit Applicability [326 IAC 2-7-2]
This stationary source is required to have a Part 70 permit by 326 IAC 2-7-2 (Applicability
because it is a major source, as defined in 326 IAC 2-7-1(22). This source has submitted its Part
70 (T-089-7663-00175) application on December 13, 1996.  The equipment being reviewed
under this permit shall be incorporated in the submitted Part 70 application.
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SECTION B GENERAL CONSTRUCTION AND OPERATION CONDITIONS

B.1 Permit No Defense [IC 13]
This approval to construct does not relieve the Permittee of the responsibility to comply with the
provisions of the Indiana Environmental Management Law (IC 13-11 through 13-20; 13-22
through 13-25; and 13-30), the Air Pollution Control Law (IC 13-17) and the rules promulgated
thereunder, as well as other applicable local, state, and federal requirements.

B.2 Definitions [326 IAC 2-7-1]
Terms in this approval shall have the definition assigned to such terms in the referenced
regulation.  In the absence of definitions in the referenced regulation, any applicable definitions
found in IC 13-11, 326 IAC 1-2 and 326 IAC 2-7 shall prevail. 

 
B.3 Effective Date of the Permit  [IC13-15-5-3]

Pursuant to IC 13-15-5-3, this approval becomes effective upon its issuance.

B.4 Revocation of Permits [326 IAC 2-1.1-9(5)][326 IAC 2-7-10.5(i)]
Pursuant to 326 IAC 2-1.1-9(5)(Revocation of Permits), the Commissioner may revoke this
approval if construction is not commenced within eighteen (18) months after receipt of this
approval or if construction is suspended for a continuous period of one (1) year or more.
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SECTION C SOURCE OPERATION CONDITIONS

Entire Source

Emission Limitation and Standards

C.1 Certification  [326 IAC 2-7-4(f)][326 IAC 2-7-6(1)][326 IAC 2-7-5(3)(C)]
(a) Where specifically designated by this approval or required by an applicable requirement,

any application form, report, or compliance certification submitted under this approval
shall contain certification by a responsible official of truth, accuracy, and completeness.
This certification, shall state that, based on information and belief formed after
reasonable inquiry, the statements and information in the document are true, accurate,
and complete.  

(b) One (1) certification shall be included, on the attached Certification Form, with each
submittal.

(c) A responsible official is defined at 326 IAC 2-7-1(34).

C.2 Preventive Maintenance Plan  [326 IAC 2-7-5(1),(3) and (13)] [326 IAC 2-7-6(1) and (6)] 
[326 IAC 1-6-3] 
(a) If required by specific condition(s) in Section D of this approval, the Permittee shall

prepare and maintain Preventive Maintenance Plans (PMP) within ninety (90) days after
issuance of this approval, including the following information on each facility:

(1) Identification of the individual(s) responsible for inspecting, maintaining, and
repairing emission control devices;

(2) A description of the items or conditions that will be inspected and the inspection
schedule for said items or conditions; 

(3) Identification and quantification of the replacement parts that will be maintained
in inventory for quick replacement.

If due to circumstances beyond its control, the PMP cannot be prepared and maintained
within the above time frame, the Permittee may extend the date an additional ninety (90)
days provided the Permittee notifies:

Indiana Department of Environmental Management
Compliance Branch, Office of Air Management
100 North Senate Avenue, P. O. Box 6015
Indianapolis, Indiana 46206-6015

and

Gary Division of Air Pollution Control
504 N. Broadway, Suite 1012
Gary, Indiana 46402

(b) The Permittee shall implement the Preventive Maintenance Plans as necessary to
ensure that failure to implement the Preventive Maintenance Plan does not cause or
contribute to a violation of any limitation on emissions or potential to emit.
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(c) PMP’s shall be submitted to IDEM, OAM, and Gary Division of Air Pollution Control upon
request and shall be subject to review and approval by IDEM, OAM, and Gary Division
of Air Pollution Control.  IDEM, OAM, and Gary Division of Air Pollution Control may
require the Permittee to revise its Preventive Maintenance Plan whenever lack of proper
maintenance causes or contributes to any violation.

C.3 Permit Amendment or Modification [326 IAC 2-7-11] [326 IAC 2-7-12]
(a) The Permittee must comply with the requirements of 326 IAC 2-7-11 or 326 IAC 2-7-12

whenever the Permittee seeks to amend or modify this approval. 

(b) Any application requesting an amendment or modification of this approval shall be
submitted to:

Indiana Department of Environmental Management
Permits Branch, Office of Air Management
100 North Senate Avenue, P.O. Box 6015 
Indianapolis, Indiana 46206-6015

and

Gary Division of Air Pollution Control
504 N. Broadway, Suite 1012
Gary, Indiana 46402

Any such application should be certified by the “responsible official” as defined by 
326 IAC 2-7-1(34) only if a certification is required by the terms of the applicable rule

(c) The Permittee may implement administrative amendment changes addressed in the
request for an administrative amendment immediately upon submittal of the request.
[326 IAC 2-7-11(c)(3)]

C.4 Opacity  [326 IAC 5-1]
Pursuant to 326 IAC 5-1-2 (Opacity Limitations), except as provided in 326 IAC 5-1-3
(Temporary Alternative Opacity Limitations), opacity shall meet the following, unless otherwise
stated in this approval:

(a) Opacity shall not exceed an average of twenty percent (20%) in any one (1) six (6)
minute averaging period as determined in 326 IAC 5-1-4. 

(b) Opacity shall not exceed sixty percent (60%) for more than a cumulative total of fifteen
(15) minutes (sixty (60) readings as measured according to 40 CFR 60, Appendix A,
Method 9 or fifteen (15) one (1) minute nonoverlapping integrated averages for a
continuous opacity monitor) in a six (6) hour period.

C.5 Operation of Equipment  [326 IAC 2-7-6(6)]
Except as otherwise provided in this approval, all air pollution control equipment listed in this
approval and used to comply with an applicable requirement shall be operated at all times that
the emission units vented to the control equipment are in operation.

C.6 Stack Height  [326 IAC 1-7]
The Permittee shall comply with the applicable provisions of 326 IAC 1-7 (Stack Height
Provisions), for all exhaust stacks through which a potential (before controls) of twenty-five (25)
tons per year or more of particulate matter or sulfur dioxide is emitted by using good engineering
practices (GEP) pursuant to 326 IAC 1-7-3.
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Testing Requirements [326 IAC 2-7-6(1)] 

C.7 Performance Testing [326 IAC 3-6][326 IAC 2-1.1-11]
(a) Compliance testing on new or modified emission units shall be conducted within 60 days

after achieving maximum production rate, but no later than 180 days after initial start-up,
if specified in Section D of this approval.  All testing shall be performed according to the
provisions of 326 IAC 3-6 (Source Sampling Procedures), except as provided elsewhere
in this approval, utilizing any applicable procedures and analysis methods specified in
40 CFR 51, 40 CFR 60, 40 CFR 61, 40 CFR 63, 40 CFR 75, or other procedures
approved by IDEM, OAM.

A test protocol, except as provided elsewhere in this approval, shall be submitted to:

Indiana Department of Environmental Management
Compliance Data Section, Office of Air Management
100 North Senate Avenue, P. O. Box 6015
Indianapolis, Indiana 46206-6015

and

Gary Division of Air Pollution Control
504 N. Broadway, Suite 1012
Gary, Indiana 46402

no later than thirty-five (35) days prior to the intended test date.  The Permittee shall
submit a notice of the actual test date to the above address so that it is received at least
two weeks prior to the test date.

(b) All test reports must be received by IDEM, OAM and Gary Division of Air Pollution
Control within forty-five (45) days after the completion of the testing.  An extension may
be granted by the IDEM, OAM, and Gary Division of Air Pollution Control, if the source
submits to IDEM, OAM, a reasonable written explanation within five (5) days prior to the
end of the initial forty-five (45) day period.

The documentation submitted by the Permittee does not require certification by the "responsible
official" as defined by 326 IAC 2-7-1(34).

Compliance Monitoring Requirements  [326 IAC 2-7-5(1)] [326 IAC 2-7-6(1)]

C.8 Compliance Monitoring  [326 IAC 2-7-5(3)] [326 IAC 2-7-6(1)]
Compliance with applicable requirements shall be documented as required by this approval. 
The Permittee shall be responsible for installing any necessary equipment and initiating any
required monitoring related to that equipment.  All monitoring and record keeping requirements
not already legally required shall be implemented when the modified operations begin.

C.9 Maintenance of Monitoring Equipment  [326 IAC 2-7-5(3)(A)(iii)]
(a) In the event that a breakdown of the monitoring equipment occurs, a record shall be

made of the times and reasons of the breakdown and efforts made to correct the
problem.  To the extent practicable, supplemental or intermittent monitoring of the
parameter should be implemented at intervals no less frequent than required in Section D
of this permit until such time as the monitoring equipment is back in operation.  



U. S. Steel - Gary Works Page 8 of 18
Gary, Indiana Minor Source Mod #: 089-12137-00121
Permit Reviewer: R. Joe Crawford

(b) In the case of continuous opacity monitoring, whenever the continuous opacity  monitor is
malfunctioning or will be down for repairs or adjustments for a period of four (4) hours or
more, visible emission readings should be performed in accordance with 40 CFR 60,
Appendix A, Method 9, beginning four (4) hours after the start of the malfunction or down
time for a minimum of one (1) hour.

(1) If the reading period begins less than one hour before sunset, readings shall be
performed until sunset.  If the first required reading period would occur between
sunset and sunrise, the first reading shall be performed as soon as there is
sufficient daylight.  

(2) Method 9 opacity readings shall repeated for a minimum of one (1) hour at least
once every four (4) hours during daylight operations, until such time that the
continuous opacity monitor is back in operation.  

(3) The opacity readings during this period shall be reported in the quarterly
Compliance Monitoring Reports, unless there are ANY observed six minute
averaged exceedances, in which case, these shall be reported to the air
compliance inspector within four (4) working hours.

(c) The Permittee shall install, calibrate, quality assure, maintain, and operate all necessary
monitors and related equipment.  In addition, prompt corrective action shall be initiated
whenever indicated.

Corrective Actions and Response Steps  [326 IAC 2-7-5] [326 IAC 2-7-6]

C.10 Compliance Monitoring Plan - Failure to Take Response Steps [326 IAC 2-7-5][326 IAC 2-7-6]
[326 IAC 1-6]
(a) The Permittee is required to implement a compliance monitoring plan to ensure that

reasonable information is available to evaluate its continuous compliance with
applicable requirements. This compliance monitoring plan is comprised of:

(1) This condition; 

(2) The Compliance Determination Requirements in Section D of this approval; 

(3) The Compliance Monitoring Requirements in Section D of this approval; 

(4) The Record Keeping and Reporting Requirements in Section C (Monitoring Data
Availability, General Record Keeping Requirements, and General Reporting
Requirements) and in Section D of this approval; and

(5) A Compliance Response Plan (CRP) for each compliance monitoring condition
of this approval.  CRP’s shall be submitted to IDEM, OAM and Gary Division of
Air Pollution Control upon request and shall be subject to review and approval
by IDEM, OAM, and Gary Division of Air Pollution Control.  The CRP shall be
prepared within ninety (90) days after issuance of this approval by the Permittee
and maintained on site, and is comprised of :

(A) Response steps that will be implemented in the event that compliance
related information indicates that a response step is needed pursuant to
the requirements of Section D of this approval; and
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(B) A time schedule for taking such response steps including a schedule for
devising additional response steps for situations that may not have been
predicted.

(b) For each compliance monitoring condition of this approval, appropriate response steps
shall be taken when indicated by the provisions of that compliance monitoring condition. 
Failure to perform the actions detailed in the compliance monitoring conditions or failure
to take the response steps within the time prescribed in the Compliance Response Plan,
shall constitute a violation of the approval unless taking the response steps set forth in
the Compliance Response Plan would be unreasonable.

(c) After investigating the reason for the excursion, the Permittee is excused from taking
further response steps for any of the following reasons:

(1) The monitoring equipment malfunctioned, giving a false reading.  This shall be
an excuse from taking further response steps providing that prompt action was
taken to correct the monitoring equipment.  

(2) The Permittee has determined that the compliance monitoring parameters
established in the approval conditions are technically inappropriate, has
previously submitted a request for an administrative amendment to the
approval, and such request has not been denied or;

(3) An automatic measurement was taken when the process was not operating; or

(4) The process has already returned to operating within “normal” parameters and
no response steps are required.

(d) Records shall be kept of all instances in which the compliance related information was
not met and of all response steps taken.  In the event of an emergency, the provisions of
326 IAC 2-7-16 (Emergency Provisions) requiring prompt corrective action to mitigate
emissions shall prevail.

C.11 Actions Related to Noncompliance Demonstrated by a Stack Test [326 IAC 2-7-5]
[326 IAC 2-7-6]
(a) When the results of a stack test performed in conformance with Section C -

Performance Testing, of this approval exceed the level specified in any condition of this
approval, the Permittee shall take appropriate corrective actions.  The Permittee shall
submit a description of these corrective actions to IDEM, OAM, within thirty (30) days of
receipt of the test results.  The Permittee shall take appropriate action to minimize
emissions from the affected facility while the corrective actions are being implemented. 
IDEM, OAM shall notify the Permittee within thirty (30) days, if the corrective actions
taken are deficient.  The Permittee shall submit a description of additional corrective
actions taken to IDEM, OAM within thirty (30) days of receipt of the notice of deficiency. 
IDEM, OAM reserves the authority to use enforcement activities to resolve noncompliant
stack tests.

(b) A retest to demonstrate compliance shall be performed within one hundred twenty (120)
days of receipt of the original test results.  Should the Permittee demonstrate to IDEM,
OAM that retesting in one-hundred and twenty (120) days is not practicable, IDEM, OAM
may extend the retesting deadline.  Failure of the second test to demonstrate
compliance with the appropriate approval conditions may be grounds for immediate
revocation of the approval to operate the affected facility.



U. S. Steel - Gary Works Page 10 of 18
Gary, Indiana Minor Source Mod #: 089-12137-00121
Permit Reviewer: R. Joe Crawford

The documents submitted pursuant to this condition do not require the certification by the
“responsible official” as defined by 326 IAC 2-7-1(34).

Record Keeping and Reporting Requirements  [326 IAC 2-7-5(3)] [326 IAC 2-7-19]

C.12 Monitoring Data Availability  [326 IAC 2-7-6(1)] [326 IAC 2-7-5(3)]
(a) With the exception of performance tests conducted in accordance with Section C-

Performance Testing, all observations, sampling, maintenance procedures, and record
keeping, required as a condition of this approval shall be performed at all times the
equipment is operating at normal representative conditions.  

(b) As an alternative to the observations, sampling, maintenance procedures, and record
keeping of subsection (a) above, when the equipment listed in Section D of this approval
is not operating, the Permittee shall either record the fact that the equipment is shut
down or perform the observations, sampling, maintenance procedures, and record
keeping that would otherwise be required by this approval.

(c) If the equipment is operating but abnormal conditions prevail, additional observations
and sampling should be taken with a record made of the nature of the abnormality.  

(d) If for reasons beyond its control, the operator fails to make required observations,
sampling, maintenance procedures, or record keeping, reasons for this must be
recorded.  

(e) At its discretion, IDEM and Gary Air and Land Pollution Control may excuse such failure
providing adequate justification is documented and such failures do not exceed five
percent (5%) of the operating time in any quarter. 

(f) Temporary, unscheduled unavailability of staff qualified to perform the required
observations, sampling, maintenance procedures, or record keeping shall be considered
a valid reason for failure to perform the requirements stated in (a) above.

C.13 General Record Keeping Requirements  [326 IAC 2-7-5(3)][326 IAC 2-7-6]
(a) Records of all required monitoring data and support information shall be retained for a

period of at least five (5) years from the date of monitoring sample, measurement,
report, or application.  These records shall be kept at the source location for a minimum
of three (3) years and available upon the request of an IDEM, OAM, and Gary Division
of Air Pollution Control representative.  The records may be stored elsewhere for the
remaining two (2) years as long as they are available upon request.  If the
Commissioner or Gary Division of Air Pollution Control makes a written request for
records to the Permittee, the Permittee shall furnish the records to the Commissioner or
Gary Division of Air Pollution Control within a reasonable time.

(b) Records of required monitoring information shall include, where applicable:

(1) The date, place, and time of sampling or measurements;

(2) The dates analyses were performed;

(3) The company or entity performing the analyses;

(4) The analytic techniques or methods used;

(5) The results of such analyses; and 
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(6) The operating conditions existing at the time of sampling or 
measurement.

(c) Support information shall include, where applicable:

(1) Copies of all reports required by this approval;

(2) All original strip chart recordings for continuous monitoring instrumentation; 

(3) All calibration and maintenance records;

(4) Records of preventive maintenance shall be sufficient to demonstrate that
failure to implement the Preventive Maintenance Plan did not cause or
contribute to a violation of any limitation on emissions or potential to emit.  To be
relied upon subsequent to any such violation, these records may include, but are
not limited to: work orders, parts inventories, and operator’s standard operating
procedures.  Records of response steps taken shall indicate whether the
response steps were performed in accordance with the Compliance Response
Plan required by Section C - Compliance Monitoring Plan - Failure to take
Response Steps, of this approval, and whether a deviation from an approval
condition was reported.  All records shall briefly describe what maintenance and
response steps were taken and indicate who performed the tasks.

(d) All record keeping requirements not already legally required shall be implemented when
the modified operations begin.

C.14 General Reporting Requirements  [326 IAC 2-7-5(3)(C)] 
(a) The reports required by conditions in Section D of this approval shall be submitted to: 

Indiana Department of Environmental Management
Compliance Data Section, Office of Air Management
100 North Senate Avenue, P. O. Box 6015
Indianapolis, Indiana  46206-6015

and

Gary Division of Air Pollution Control
504 N. Broadway, Suite 1012
Gary, Indiana 46402

(b) Unless otherwise specified in this approval, any notice, report, or other submission
required by this approval shall be considered timely if the date postmarked on the
envelope or certified mail receipt, or affixed by the shipper on the private shipping
receipt, is on or before the date it is due.  If the document is submitted by any other
means, it shall be considered timely if received by IDEM, OAM, and Gary Division of Air
Pollution Control on or before the date it is due.

(c) Unless otherwise specified in this approval, any quarterly or semi-annual report shall be
submitted within thirty (30) days of the end of the reporting period.  The reports do not
require the certification by the “responsible official” as defined by 326 IAC 2-7-1(34).

(d) The first report shall cover the period commencing on the date of completion of the
modifications and ending on the last day of the reporting period.
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SECTION D.1 FACILITY CONDITIONS

Facility Description 326 IAC 2-7-5 (15)
Proposed Replacement Changes to TBBH Boiler Nos. 1,2,3

(a) The proposed changes to the boilers involve replacement in kind of the pilots,
replacement in kind of the burners and replacement of the fans with larger ones.
The forced draft fans, which provide combustion air to the boilers, and the induced
draft fans, which extract products of combustion from the boilers, are not large enough
to allow any of the boilers to fire 100% blast furnace gas (BFG). Because of this,
supplementation with mixed gas and/or fuel oil is frequently required. Larger fans will
allow BFG to be burned more efficiently, however, the larger fans will not result in
increases in the maximum heat input rate capacity for BFG, mixed gas or fuel oil.

             (b)        To minimize risk of catastrophic failure and improve safety, US Steel will install two        
                          new computerized instrumentation and control systems on each boiler. 

             (c)         Each boiler will have a combustion control system, which will continuously control the    
                          air fuel mixture which will provide improvement to the combustion process. 
 
             (d)         A new burner management system, which will continuously monitor conditions within     
                          each boiler and interrupt fuel flow in the event of a problem, such as boiler flame out or  
                          failure in the feedwater system.

(The information describing the process contained in this facility description box is descriptive
information and does not constitute enforceable conditions)

Emissions Limitation and Standards

D.1.1 NOX Emission Limitations  [326 IAC 2-2] [326 IAC 2-3]
(a) The Permittee shall not allow NOx emissions from TBBH boiler no.’s 1,2,3 to exceed

135.1 TPY (combined total for all three boilers) during the combustion of natural gas or
fuel oil.

 
(b) The Permittee shall not allow more than 123670.6 MMCF of Blast Furnace Gas

(combined total for all three boilers) to be combusted in TBBH boiler no.’s 1, 2, 3 per
twelve (12) consecutive month period rolled on a monthly basis. There will be a 
increase of 67 TPY NOx at TBBH boiler no.’s 1, 2, 3 caused by the diversion of BFG
from the flare. This will cause a decrease at the flare of 67 TPY NOx.

Compliance with these limitations will ensure that the requirements of 326 IAC 2-2 (Prevention
of Significant Deterioration) and 326 IAC 2-3 (Emission Offset) do not apply.

D.1.2 Particulate Matter less than 10 microns (PM-10) [326 IAC 12]
[Variance Decision dated February 22, 1999]
(a) Pursuant to the Variance Decision dated February 18, 1998, PM-10 emissions from

TBBH boiler no.’s 1, 2, 3 and 5 shall not exceed 0.037lb/MMBtu (total) and 61.0 lbs/hr
(total).

(b)  The above limits shall be valid for one year from March 8, 2000 or until revisions to
rules 326 IAC 6-1-10.1 (Lake County PM-10 Emission Requirements) have been
approved whicever comes first. 

(c)  TBBH boiler no.’s 1, 2, 3 shall be subject to the limitations under rule 326 IAC 6-1-10.1
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(Lake County PM-10 Emission Requirements) as currently written. The Permittee shall
apply for a permit modification thirty (30) days prior to March 8, 2001 to incorporate the
appropriate PM-10 limitation existing during that time.

D.1.3 Sulfur Dioxide (SO2) [Variance Decision dated February 22, 1999]
Pursuant to the Variance Decision dated February 22, 1999:

(a) SO2 emission from TBBH boiler no.’s 1, 2, 3 and 5 shall not exceed 0.182 lb/MMBtu
(total) and 300.6 pounds per hour (total) when the coke oven gas desulfurization facility
is not operating.

(b) SO2 emission from TBBH boiler no.’s 1, 2, 3 and 5 shall not exceed 0.182 lb/MMBtu
(total)and 300.6 pounds per hour (total) when the coke oven gas desulfurization facility
is operating.

(c) The above limits shall be valid for one year from March 8, 2000 or until revisions to rule
326 IAC 7-4-1.1 (Lake County SO2 Emission Limitations) have been approved
whichever comes first. 

(d) TBBH boiler no.’s 1, 2, 3 shall be subject to the limitations under rule 326 IAC 7-4-1.1 as
currently written. 

(e) The Permittee shall apply for a permit modification thirty (30) days prior to March 8, 2001
to incorporate the appropriate SO2 limitation existing during that time.

D.1.4 Preventive Maintenance Plan  [326 IAC 1-6-3]
A Preventive Maintenance Plan, in accordance with Section B - Preventive Maintenance Plan, of
this permit, is required for TBBH boiler no.’s 1, 2, 3.

Compliance Determination Requirements

D.1.5 Testing Requirements  [326 IAC 2-1.1-11]
  

(a) The Permittee shall perform PM-10 testing on TBBH boiler no.’s 1 or 2 or 3 within 60
days after achieving maximum capacity, when burning blast furnace gas on the main
burners alone and natural gas on the pilots, utilizing Methods 5 or 201 (40 CFR 60,
Appendix A and 40 CFR 51, Appendix M), or other methods as approved by the
Commissioner. These tests shall be performed to determine compliance with condition
D.1.2, and to determine a PM-10 emission factor for blast furnace gas. These tests shall
be repeated at least once every five (5) years from the date of this valid compliance
demonstration.

(b) IDEM, OAM, and Gary Air and Land Pollution Control reserves the authority to perform
additional testing when necessary to verify compliance with applicable rules or this
permit.  If testing is required by IDEM or Gary Air and Land Pollution Control,
compliance with the limits specified in this section shall be determined by a performance
test conducted in accordance with Section C - Performance Testing.

D.1.6 Fuel Analysis  [Variance Decision dated February 22, 1999]
(a) Compliance or noncompliance with conditions D.1.3(a) and D.1.3(b), as applicable, shall

be determined using a calendar day average sulfur dioxide emission rate in pounds per
million British thermal units and pounds per hour as calculated using the average daily
sulfur content and heating value of the fuel as determined via a fuel sampling and
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analysis protocol approved by IDEM, OAM, and the City of Gary Division of Air Pollution
Control.

(b) The fuel sampling and analysis protocol shall be prepared according to procedures in
326 IAC 3-3-5(a) and 326 IAC 7-4-1.1(d), as required by the Variance Decision dated
February 22, 1999.

Record Keeping and Reporting Requirements

D.1.7 Record Keeping Requirements
(a) To document compliance with conditions D.1.1, D.1.2 and D.1.3, the Permittee shall:

(1) maintain daily records of the total blast furnace gas, natural gas and oil usage of
TBBH boiler no.’s 1,2,3. 

(2) maintain records of the PM-10 emission factors for each type of fuel used as
estimated by the stack test method;

(3) maintain daily records of the average sulfur content and heating value for each
fuel type used;

(4) maintain daily records of the heating value for each fuel type used.; and

(5) maintain records of the date and time identifying each period during which the
coke oven gas desulfurization facility is inoperative or malfunctioning.

(b) All records shall be maintained in accordance with Section C - General Record Keeping
Requirements of this permit.

D.1.8 Reporting Requirements
(a) To document compliance with conditions D.1.2 and D.1.3, the Permittee shall submit

within thirty (30) days of the end of each calendar quarter, for TBBH boiler no.’s 1,2,3,
the following:

(1) Total fuel usage of each type used;

(2) Heat content, PM-10 and sulfur dioxide emission rate per unit weight or per unit
volume for both fuels; and

(3) Calculated PM-10 and sulfur dioxide emission rate in pounds per hour and in
pounds per million British Thermal Unit.

(b) Within thirty (30) days of the occurrence of an exceedance of the applicable limit under
conditions D.1.2 and D.1.3, the Permittee shall submit a report containing the following:

(1) Facility identification;

(2) Date or time period of occurrence;

(3) Nature of exceedance;

(4) PM-10 and sulfur dioxide emission rate in pounds per hour and pounds per
million British Thermal Unit, total fuel usage of each type and emission factor
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used to estimate sulfur dioxide emissions;

(5) Cause of exceedance; and

(6) Corrective action taken.

(c) If applicable, the Permittee shall submit an excess emissions report, as required by 40
CFR 60.7(c), within thirty (30) days of the end of each quarter.  In addition to submitting
this report to the addresses listed in Section C - General Reporting Requirements, the
excess emissions reports shall also be submitted to the following address:

United States Environmental Protection Agency, Region V
Air and Radiation Division, Air Enforcement Branch - Indiana (AE-17J)
77 West Jackson Boulevard
Chicago, Illinois 60604-3590

(d) All reports shall be submitted in accordance with Section C - General Reporting
Requirements of this permit.
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INDIANA DEPARTMENT OF ENVIRONMENTAL MANAGEMENT
OFFICE OF AIR MANAGEMENT
COMPLIANCE DATA SECTION

and
GARY DIVISION OF AIR POLLUTION CONTROL

PART 70 SOURCE MODIFICATION
CERTIFICATION

Source Name: U.S. Steel - Gary Works
Source Address: One North Broadway, Gary, Indiana 46402
Mailing Address: One North Broadway, Gary, Indiana 46402
Source Modification No.: 089-12137-00121

This  certification shall be included when submitting monitoring, testing reports/results 
or other documents as required by this approval.

       Please check what document is being certified:

 9    Test Result (specify)                                                                                                         

 9    Report (specify)                                                                                                              

 9    Notification (specify)                                                                                                       

 9   Other (specify)                                                                                                                

I certify that, based on information and belief formed after reasonable inquiry, the statements and
information in the document are true, accurate, and complete.

Signature:

Printed Name:

Title/Position:

Date:
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INDIANA DEPARTMENT OF ENVIRONMENTAL MANAGEMENT
OFFICE OF AIR MANAGEMENT
COMPLIANCE DATA SECTION

Quarterly Report No. 1  

Source Name: U. S. Steel - Gary Works
Source Address: One North Broadway, Gary, Indiana 46402
Mailing Address: One North Broadway, Gary, Indiana 46402
Source Modification No.: CP 089-12137-00121
Facility: Turboblower Boiler House (TBBH) boiler no. 1,2,3
Parameter: NOx Emissions
Limits: 135.1 tons per 12-consecutive month period rolled on a monthly basis.

Quarter Period:                                Year:                                

Month Natural Gas
Usage This

Month
(MMCF)

(A)

NOx
Emissions
from the

combustion
of Natural

Gas
(Tons)

[A*280/2000]

(B)

Fuel Oil
UsageThis

Month
(Kgal)

(C)

NOx
Emissions
from the

combustion
of fuel oil

(Tons)

(D)

NOx
Emissions
from the

combustion
of natural gas

and fuel oil
this month

(Tons)
[B+D]

(E)

Total NOx
Emissions
from the

combustion
of natural gas

and fuel oil
Previous 11-
Month Period

(Tons)

(F)

Total NOx
Emissions
from the

combustion
of natural gas

and fuel oil
12- Month

Period
(Tons)

(E+F)

9 No deviation occurred in this quarter.

9 Deviation/s occurred in this quarter.
Deviation has been reported on:                                                

Submitted by:                                                                                   

Title / Position:                                                                                   

Signature:                                                                                   

Date:                                                                                   

Phone:                                                                                   
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______________________________________________________________________________

INDIANA DEPARTMENT OF ENVIRONMENTAL MANAGEMENT
OFFICE OF AIR MANAGEMENT
COMPLIANCE DATA SECTION

Quarterly Report No. 1  

Source Name: U. S. Steel - Gary Works
Source Address: One North Broadway, Gary, Indiana 46402
Mailing Address: One North Broadway, Gary, Indiana 46402
Source Modification No.: CP 089-12137-00121
Facility: Turboblower Boiler House (TBBH) boiler no. 1,2,3
Parameter: Blast Furnace Gas (BFG) Usage
Limits: 123670.6 million cubic feet (MMCF) per 12-consecutive month period

rolled on a monthly basis.

Quarter Period:                                Year:                                

Month Total BFG Usage This
Month

(MMCF)

(A)

Total BFG Usage
Previous 11-Month Period

(MMCF)

(B)

Total BFG Usage
12-Month Period

(MMCF)

(A + B)

9 No deviation occurred in this quarter.

9 Deviation/s occurred in this quarter.
Deviation has been reported on:                                                

Submitted by:                                                                                   

Title / Position:                                                                                   

Signature:                                                                                   

Date:                                                                                   

Phone:                                                                                   
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Page 1 of 6

Indiana Department of Environmental Management
Office of Air Management

and
City of Gary Division of Air Pollution Control

Technical Support Document (TSD)
for a Part 70 Minor Source Modification.

Source Background and Description

Source Name:   U. S. Steel - Gary Works
Source Location:   One North Broadway, Gary, Indiana 46402-3199
County:   Lake
SIC Code:   3312
Operation Permit No.:                   089-7663-00175
Operation Permit Issuance Date: Not Yet Issued         
Minor Source Modification No.:   089-12137-00121
Permit Reviewer:   R. Joe Crawford

                                             
The Office of Air Management (OAM) has reviewed an application from U. S. Steel - Gary Works
(“Permittee”) relating to the following:

Proposed Replacement Changes to TBBH Boiler Nos. 1, 2, 3

(a) The proposed changes to the boilers involve replacement in kind of the pilots,
replacement in kind of the burners and replacement of the fans with larger ones.
The forced draft fans, which provide combustion air to the boilers, and the induced draft
fans, which extract products of combustion from the boilers, are not large enough to allow
any of the boilers to fire 100% blast furnace gas (BFG). Because of this, supplementation
with mixed gas and/or fuel oil is frequently required. Larger fans will allow BFG to be
burned more efficiently, however, the larger fans will not result in increases in the
maximum heat input rate capacity for BFG, mixed gas or fuel oil.To minimize risk of
catastrophic failure and improve safety, US Steel will install two new computerized
instrumentation and control systems on each boiler. Each boiler will have a combustion
control system, which will continuously control the air fuel mixture which will provide
improvement to the combustion process. A new burner management system, which will
continuously monitor conditions within each boiler and interrupt fuel flow in the event of a
problem, such as boiler flame out or failure in the feedwater system.

This boiler is subject to 326 IAC 7-4-1.1 (Lake County SO2 Emission Limitations) and 326 IAC 6-1-
10.1 (Lake County PM-10 Emission Requirements). IDEM is currently revising these rules to
update the facility-specific emission limitations that would help improve the air quality of the area.
Since this boiler will eventually be subject to these revised emission limitations, a variance from
the above mentioned state rules was requested by the Permittee and was issued by IDEM on
February 22, 1999. An extension was granted of this variance was granted to be effective March
8, 2000 and expire in one year or the effective date of the rule changes, whichever is earlier.

The Variance Decision includes emission limitations, compliance requirements, record keeping
and reporting requirements specific to this boiler. These requirements are carried over in this
permitting exercise.

As part of the source’s continuing effort to utilize more BFG (which would otherwise be flared)
within the source for energy generation, the source intends to increase the combustion of BFG in
boiler nos. 1, 2, 3.  Since the increase in potential emissions from combusting BFG in boiler nos.
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1, 2, 3 is offset by the decrease in emissions from flaring BFG, there is no net increase or
decrease in emissions from this source modification project. This analysis leaves only the
combustion of natural gas to determine the applicability of PSD and emission offset regulations.

Stack Summary

Stack ID Operation Height 
(feet)

Diameter 
(feet)

Flow Rate
 (acfm)

Temperature
 (0F)

TBBH-1 Turboblower Boiler
House boiler no. 1

150 12.5 109,000 420

TBBH-2 Turboblower Boiler
House boiler no. 2

150 12.5 109,000 420

TBBH-3 Turboblower Boiler
House boiler no. 3

150 12.5 109,000 420

Recommendation

The staff recommends to the Commissioner that the construction and operation be approved. 
This recommendation is based on the following facts and conditions:

Information, unless otherwise stated, used in this review was derived from the application and
additional information submitted by the applicant.

An application for the purposes of this review was received on April 5, 2000. On July 12, 2000
modifications to page D.1.1 Emission Limitations and Standards were received, stating the Future
PTE limited to Past Actuals for Fossil Fuels. On July 27, 2000 revised attachments ( Attachments
1A, 2A, 3A ) were received. On August 3, 2000 revised tables for past actuals vs future PTE,
(Attachment 3) were received. On August 17, 2000 a final determination (Fax) from EPA Region V
concerning the BFG/Fossil Fuel issue was received.

The terms and conditions of the proposed permit incorporate all the current applicable
requirements for TBBH boiler no. 1, 2, 3, and supersede all terms and conditions of the prior
operation permits that have been issued for this facility.

Emissions Calculations

The calculations submitted by the applicant have been verified and found to be accurate and
correct.  These calculations are provided in Appendix A (Emissions Calculation Spreadsheets) of
this document (9) pages.

Potential to Emit of Modification

Pursuant to 326 IAC 2-1.1-1(16), Potential to Emit is defined as “the maximum capacity of a
stationary source to emit any air pollutant under its physical and operational design.  Any
physical or operational limitation on the capacity of a source to emit an air pollutant, including air
pollution control equipment and restrictions on hours of operation or type or amount of material
combusted, stored, or processed shall be treated as part of its design if the limitation is
enforceable by the U. S. EPA.” 

This table reflects the PTE before controls.  Control equipment is not considered federally
enforceable until it has been required in a federally enforceable permit.
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Limited Potential to Emit (Limited to 135.1 TPY of NOx)

Pollutant Potential to Emit
 (tons/year)

Particulate Matter (PM) 18.9
Particulate Matter (PM-10) 18.9

Sulfur Dioxide (SO2) 93.0
Volatile Organic Compounds (VOC) 2.74

Carbon Monoxide (CO) 41.9
Nitrogen Oxides (NOx) 135.1

Lead (Pb) 0.0045

Justification for Modification

The Part 70 Operating permit is being modified through a Part 70 Minor Source Modification.  This
modification is being performed pursuant to 326 IAC 2-7-10.5 (d)(5)(D), modifications for which
the PTE is limited to less than 25 TPY of any regulated pollutant other than HAPS

(a) PTE for this modification is based on a past actual vs. future potential analysis. The
source has agreed to limit their future potential emissions to the 2 year average past
actual emissions. The source will be diverting flared BFG to the boiler house which will
not increase the source emissions since it will be a considered a net effect. The increase
in the use of BFG is illustrated in Attachment 2A.Therefore, there is no increase of any
regulated pollutant exceeding 25 tons per year. The limited PTE will be expressed as fuel
usage limits.The source will take a limit of 135.1 TPY for NOx emissions (combined total
for all three boilers) (no matter what combination of fuels are combusted) to limit future
potential emissions to the past actual level.

(b) The Permittee shall not allow more than 924.9 million cubic feet (MMCF) of natural gas
(combined total for all three boilers) to be combusted in TBBH boiler no.’s 1, 2, 3 per
twelve (12) consecutive month period rolled on a monthly basis

(c) The Permittee shall not allow more than 236.9 Kgal/yr of No. 6 Fuel Oil (combined total
for all three boilers) to be combusted in TBBH boiler no.’s 1, 2, 3 per twelve (12)
consecutive month period rolled on a monthly basis.

 
(d) The Permittee shall not allow more than 123670.6 MMCF/yr of Blast Furnace Gas

(combined total for all three boilers) to be combusted in TBBH boiler no.’s 1, 2, 3 per
twelve (12) consecutive month period rolled on a monthly basis.

County Attainment Status

The source is located in Lake County.

Pollutant Status
PM-10 Moderate Nonattainment

SO2 Primary Nonattainment
NO2 Attainment or Unclassifiable

Ozone Severe Nonattainment
CO Attainment or Unclassifiable

Lead Attainment or Unclassifiable
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(a) Volatile organic compounds (VOC) and oxides of nitrogen (NOx) are precursors for the
formation of ozone.  Therefore, VOC and NOx emissions are considered when evaluating
the rule applicability relating to the ozone standards. Lake County has been designated as
severe nonattainment for ozone.  Therefore, VOC and NOx emissions were reviewed
pursuant to the requirements for Emission Offset, 326 IAC 2-3.

(b) The portion of Lake County in which the source is located has also been classified as
nonattainment for sulfur dioxide (SO2) and particulate matter with aerodynamic diameter
less than 10 microns (PM-10).  Therefore, these emissions were reviewed pursuant to
the requirements for Emission Offset, 326 IAC 2-3.

Source Status

Existing Source Emission Offset and Part 70 Definition (emissions after controls, based on 8,760
hours of operation per year at rated capacity and/ or as otherwise limited): 

Pollutant Emissions
 (ton/yr)

PM 238
PM10 1683
SO2 6147
VOC 4618
CO 1023
NOx 4334

 (a) This existing source is a major stationary source because it is in one of the 28 listed
source categories and at least one regulated pollutant is emitted at a rate of 100 tons per
year or more.

(b) These emissions were based on construction permit CP-089-9568-00121, which was
issued on September 21, 1998.

Potential to Emit of Modification After Issuance

PTE from the proposed modification (based on 8,760 hours of operation per year at rated capacity
using natural gas and fuel oil, including enforceable emission control and production limit, where
applicable):

Natural Gas (NG), Mixed Gas
Pollutant PM

(ton/yr)
PM10

(ton/yr)
SO2 

(ton/yr)
CO

 (ton/yr)
VOC 

(ton/yr)
NOx 

(ton/yr)

*Limited Potential to Emit
from TBBH boiler no.`s 1,2,3 18.9 18.9 93.0 41.9 2.74 135.1

Past Actual Emissions
from TBBH boiler no.`s 1,2,3 18.9 18.9 93.0 41.9 2.74 135.1

Net Emissions Increase
From Project 0.0 0.0 0.0 0.0 0.0 0.0

PSD or Offset Significant Level
De Minimis Rule Applicability Level

(NOx and VOC only)

25
--

15
--

40
--

100
-- 15 lbs/day 25 lbs/day

*Limited PTE based on worst case fuel used, which is natural gas.

(a) The permitting determinations pursuant to 326 IAC 2-7-10.5 are based on the potential to
emit from the modification.  For an existing emissions unit, this value represents the
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increase due to the modification (i.e. the difference between past actual and future
potential emissions at boiler #`s. 1,2,3).  The potential to emit at boiler #`s 1,2,3 will be
limited by gas fuel usage restriction which is equal to the boiler’s past actual usage.

(b) Since VOC and NOx emissions from the project are less than 15 lbs/day and 25 lbs/day,
respectively, the emission offset rules (326 IAC 2-3) do not apply for these pollutants.

(c) This modification to an existing major stationary source is not major because the net
emissions increase of PM-10 and SO2 are less than the Emission Offset significant
levels and the net emissions increase of PM and CO are less than the Prevention of
Significant Deterioration (PSD) significant levels.  Therefore, pursuant to 326 IAC 2-3
and 326 IAC 2-2, the Emission Offset and PSD requirements do not apply.

Part 70 Permit Determination

326 IAC 2-7 (Part 70 Permit Program)
This existing source has submitted its Part 70 (T-089-7663-00175) application on             

  December 13, 1996.  The equipment being reviewed under this permit shall be                 
           incorporated in the submitted Part 70 application.

Federal Rule Applicability

(a) There are no New Source Performance Standards (NSPS)(326 IAC 12 and 40 CFR Part
60) applicable to this proposed modification. As part of the source’s continuing effort to
utilize more BFG (which would otherwise be flared) within the source for energy
generation, the source intends to increase the combustion of BFG in boiler nos. 1, 2, 3. 
Since the increase in potential emissions from combusting BFG in boiler nos. 1, 2, 3 is
offset by the decrease in emissions from flaring BFG, there is no net increase or
decrease in emissions from this undertaking.

Another reason that there is no new NSPS is the classification of BFG. According to 40
CFR 60.41 (b) “Fossil fuel means natural gas, petroleum, coal, and any form of solid,
liquid or gaseous fuel derived from such materials for the purpose of creating useful
heat.”  EPA Region V has determined that BFG is not a Fossil Fuel, therefore BFG does
not meet the criteria for NSPS. 

The TBBH Boilers nos. 1, 2, 3 were originally built in 1949 and 40 CFR 60.41 subpart D-
Standards of Performance for Fossil-Fuel-Fired Steam Generators for Which
Construction is Commenced After August 17, 1971 do not apply.

(b) There are no National Emission Standards for Hazardous Air Pollutants (NESHAPs)(326
IAC 14 and 40 CFR art 63) applicable to these units.

State Rule Applicability

(a) 326 IAC 5-1 (Opacity Limitations)
Pursuant to 326 IAC 5-1-2 (Opacity Limitations), except as provided in 326 IAC 5-1-3
(Temporary Alternative Opacity Limitations), visible emissions shall not exceed an
average of twenty percent (20%) opacity in twenty-four (24) consecutive readings as
determined by 326 IAC 5-1-4, unless otherwise stated in the permit.

(b) 326 IAC 2-2 (Prevention of Significant Deterioration);  326 IAC 2-3 (Emission Offset)
The NOx emissions rate from TBBH boiler no.’s 1,2,3 shall not exceed 0.182 pounds per
million Btu (lbs/MMBtu) heat input when combusting natural gas.  In addition, the total
natural gas usage of TBBH boiler no.’s 1,2,3 shall not exceed 924.9 million cubic feet
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(MMCF) per 12-consecutive month period rolled on a monthly basis. The Permittee shall
not allow more than 123670.6 MMCF/yr of Blast Furnace Gas (combined total for all
three boilers) to be combusted in TBBH boiler no.’s 1, 2, 3 per twelve (12) consecutive
month period rolled on a monthly basis. The Permittee shall not allow more than 236.9
Kgal/yr of No. 6 Fuel Oil (combined total for all three boilers) to be combusted in TBBH
boiler no.’s 1, 2, 3 per twelve (12) consecutive month period rolled on a monthly basis.
Therefore, 326 IAC 2-2 (Prevention of Significant Deterioration) and  326 IAC 2-3             

             (Emission Offset) do not apply.

(c) Variance Decision dated February 22, 1999
(1) Pursuant to the Variance Decision, PM-10 emissions from TBBH boiler nos. 1,

2, 3 and 5 shall not exceed a total of 0.037 lb/MMBtu and 61.0 pounds per hour.

(2) Pursuant to the Variance Decision, SO2 emission from TBBH boiler nos. 1, 2, 3
and 5 shall not exceed 0.182 lb/MMBtu and a total of 300.6 pounds per hour
when the coke oven gas desulfurization facility is not operating.

(3) Pursuant to the Variance Decision, SO2 emission from TBBH boiler nos. 1, 2, 3
and 5 shall not exceed 0.182 lb/MMBtu and a total of 300.6 pounds per hour
when the coke oven gas desulfurization facility is operating.

The Variance Decision has been extended effective March 8, 2000 for one year or the effective
date of the rule changes, whichever is earlier.
TBBH boiler nos. 1, 2, 3 and 5 shall be subject to the limitations under rules 326 IAC 6-1-10.1
(Lake County PM-10 Emission Requirements) and 326 IAC 7-4-1.1 (Lake County SO2 Emission
Limitations) as currently written. In such case, the Permittee shall apply for a permit modification
thirty (30) days prior to March 8, 2001 to incorporate the appropriate limitations existing during
that time.
Boiler 5 is not part of this Minor Source Modification, however since it included in the Variance
as part of the emission requirements it will be indicated in the permit.

Air Toxic Emissions

Indiana presently requests applicants to provide information on emissions of the 187 hazardous
air pollutants set out in the Clean Air Act Amendments of 1990.  These pollutants are either
carcinogenic or otherwise considered toxic and are commonly used by industries.  They are
listed as air toxics on the Office of Air Management (OAM) Construction Permit Application Form
Y. 

The proposed modification will emit levels of air toxics at negligible amounts and less than those
which constitute a major source according to Section 112 of the 1990 Amendments to Clean Air
Act.

Conclusion

The modification to TBBH boiler no.’s 1,2,3 will be subject to the conditions of the attached
proposed Minor Source Modification No. 089-12137-00121



Boiler Nos. 1, 2, and 3 - maximum heat input capacity of each boiler (MMBtu/hr): 400
Boiler Nos. 1, 2, and 3 - total max heat input capacity (MMBtu/hr): 1200

Natural Gas (NG), mixed gas

Pollutant
Heating Value 
(MMBtu/MMcf)

Emission Factor 
(lbs/MMcf)

Emission Factor 
(lbs/MMBtu) Source

NOx 1026 280 0.273 AP-42, p.1.4-5 (pre-NSPS)

CO 1026 84 0.082 AP-42, p.1.4-5
PM/PM10 1026 38 0.037 SIP/Variance

SO2 1026 186.7 0.182 SIP/Variance

VOC 1026 5.5 0.0054 AP-42, p.1.4-5
Pb 1026 0.0005 0.00000049 AP-42, p.1.4-5

No. 6 Fuel Oil (FO)

Pollutant
Heating Value

(Btu/gal)
Emission Factor 

(lbs/Kgal)
Emission Factor 

(lbs/MMBtu) Source

NOx 150000 47 0.313 AP-42, p.1.3-11

CO 150000 5 0.033 AP-42, p.1.3-11
PM/PM10 150000 5.55 0.037 SIP/Variance

SO2 150000 27.3 0.182 SIP/Variance

VOC 150000 0.76 0.0051 AP-42, p.1.3-14, NMTOC
Pb 150000 0.0015 0.000010 AP-42, p.1.3-23

Boilers 1,2 and 3 PM10 limit per SIP variance is 0.037 lbs/MMBtu

Boilers 1,2 and 3 SO2 limit per SIP variance is 0.182 lbs/MMBtu

Attachment 1
Boiler Nos. 1, 2 and 3

Emission Factors, Heating Values and Heat Input Capacities
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TBBH Boiler Nos. 1, 2 and 3
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Attachment 1A
TBBH Boiler Nos. 1, 2 and 3

Emission Factors, Heating Values and Heat Input Capacities
Combustion of Blast Furnace Gas

Boiler Nos. 1, 2, and 3 - maximum heat input capacity of each boiler (MMBtu/hr): 400
Boiler Nos. 1, 2, and 3 - total max heat input capacity (MMBtu/hr): 1200

Blast Furnace Gas (BFG)

Pollutant
Heating Value 
(MMBtu/MMcf)

Emission Factor 
(lbs/MMcf)

Emission Factor 
(lbs/MMBtu) Source

NOx 85 1.8 0.021 Stack Test Data

CO 85 26.5 0.312 Stack Test Data
PM/PM10 85 3.1 0.037 SIP/Variance

SO2 85 15.5 0.182 SIP/Variance

VOC 85 0 0 AIRS 9/14/89
Pb 85 0 0 AIRS 9/14/89

Boilers 1,2 and 3 PM10 limit per SIP variance is 0.037 lbs/MMBtu

Boilers 1,2 and 3 SO2 limit per SIP variance is 0.182 lbs/MMBtu

U.S. Steel - Gary Works Page 1 of 1
TBBH Boiler Nos. 1, 2 and 3

Att1A-EFs&Heat Info



Current actual/future potential fuel throughput total (MMcf/yr): 924.9
Natural Gas

Current actual/future potential fuel throughput total (Kgal/yr): 236.9
No. 6 Fuel Oil

Natural Gas (NG), mixed gas

Pollutant
Emission Factor 

(lbs/MMcf)
Fuel Throughput 

(MMcf/yr)
Actual Emissions 

(tons/yr)

NOx 280 924.9 129.5
CO 84 924.9 38.8

PM/PM10 38 924.9 17.6

SO2 186.7 924.9 86.4
VOC 5.5 924.9 2.5
Pb 0.0005 924.9 0.00023

No. 6 Fuel Oil (FO)

Pollutant
Emission Factor 

(lbs/Kgal)
Fuel Throughput 

(Kgal/yr)
Actual Emissions 

(tons/yr)

NOx 47 236.9 5.57
CO 5 236.9 0.59

PM/PM10 5.55 236.9 0.66

SO2 27.3 236.9 3.23
VOC 0.76 236.9 0.09
Pb 0.00151 236.9 0.00018

Methodology:
Current fuel throughput from plant operating records
Current emissions = fuel throughput x emission factor / 2000

Attachment 2
Boiler Nos. 1, 2 and 3

Current Actual and Future Potential Emissions
with Fuel Restriction at Current Actual

U.S. Steel - Gary Works Page 1 of 1
TBBH Boiler Nos. 1, 2 and 3
Att2-Past Actual Emissions



Attachment 2A
TBBH Boiler Nos. 1, 2 and 3

Past Actual and Future Potential Emissions
Combustion of Blast Furnace Gas

Past actual fuel throughput total BFG (MMcf/yr): 49277.2

Blast Furnace Gas (BFG)

Pollutant
Emission Factor 

(lbs/MMcf)
Fuel Throughput 

(MMcf/yr)
Actual Emissions 

(tons/yr)

NOx 1.8 49277.2 44.3
CO 26.5 49277.2 652.9

PM/PM10 3.1 49277.2 77.5

SO2 15.5 49277.2 381.2
VOC 0 49277.2 0.0
Pb 0 49277.2 0.0

Future potential fuel throughput total BFG (MMcf/yr): 123670.6

Blast Furnace Gas (BFG)

Pollutant
Emission Factor 

(lbs/MMcf)
Fuel Throughput 

(MMcf/yr)
Actual Emissions 

(tons/yr)

NOx 1.8 123670.6 111.3
CO 26.5 123670.6 1638.6

PM/PM10 3.1 123670.6 194.5

SO2 15.5 123670.6 956.6
VOC 0 123670.6 0.0
Pb 0 123670.6 0.0

Methodology:
Past fuel throughput from plant operating records (see Table 1A)
Future potential fuel throughput = heat input capacity / heating value * 24 * 365
Emissions = fuel throughput x emission factor / 2000

U.S. Steel - Gary Works Page 1 of 1
TBBH Boiler Nos. 1, 2 and 3
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Current actual fuel throughput total (MMcf/yr): 924.9
Natural Gas

Current actual fuel throughput total (Kgal/yr): 236.9
No. 6 Fuel Oil

Natural Gas (NG), mixed gas

Pollutant
Emission Factor 

(lbs/MMcf)
Fuel Throughput 

(MMcf/yr)
Actual Emissions 

(tons/yr)

NOx 280 924.9 129.5
CO 84 924.9 38.8

PM/PM10 38 924.9 17.6

SO2 186.7 924.9 86.4
VOC 5.5 924.9 2.5
Pb 0.0005 924.9 0.00023

No. 6 Fuel Oil (FO)

Pollutant
Emission Factor 

(lbs/Kgal)
Fuel Throughput 

(Kgal/yr)
Actual Emissions 

(tons/yr)

NOx 47 236.9 5.57
CO 5 236.9 0.59

PM/PM10 5.55 236.9 0.66

SO2 27.3 236.9 3.23
VOC 0.76 236.9 0.09
Pb 0.00151 236.9 0.00018

Methodology:
Current fuel throughput from plant operating records
Current emissions = fuel throughput x emission factor / 2000

Boiler Nos. 1, 2 and 3
Current Actual and Future Potential Emissions 

with Fuel Restriction at Current Actual

U.S. Steel - Gary Works Page 1 of 1
TBBH Boiler Nos. 1, 2 and 3
Att2-Past Actual Emissions



Net Emissions based on 'Past Actual vs Future Potential'

PM/PM10

(tons/yr)
SO2

(tons/yr)
CO

(tons/yr)
VOC

(tons/yr)
VOC

(lbs/day)
NOx

(tons/yr)
NOx

(lbs/day)

Future Potential (Limited NG) 17.6 86.4 38.8 2.54 13.9 129.5 709.5
Future Potential (FO) 0.66 3.2 0.59 0.09 0.5 5.6 30.5
Current Actual Emissions (NG) 17.6 86.4 38.8 2.54 13.9 129.5 709.5
Current Actual Emissions (FO) 0.66 3.2 0.59 0.09 0.49 5.6 30.5

Net Emissions 0.00 0.00 0.00 0.00 0.00 0.00 0.00

PSD or Offset Threshold 25/15 25 100 25 - 25 -
De Minimis Threshold - - - - 15 - 25

Methodology:
Net emissions = total future potential emissions - total current actual emissions

Attachment 3
Boiler Nos. 1, 2 and 3

Net Emissions
Past Actual vs Future Potential

U.S. Steel - Gary Works Page 1 of 1
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Attachment 3A
TBBH Boiler Nos. 1, 2 and 3

Net Emissions from Combustion of Blast Furnace Gas

Net Emissions

PM/PM10

(tons/yr)
SO2

(tons/yr)
CO

(tons/yr)
VOC

(tons/yr)
VOC

(lbs/day)
NOx

(tons/yr)
NOx

(lbs/day)

Future Potential 194.5 956.6 1638.6 0.00 0.0 111.3 609.9
Past Actual 77.49 381.2 652.92 0.00 0.0 44.3 243.0

Increase at Boilers 116.98 575.4 985.71 0.00 0.0 67.0 366.9
Decrease at Flare 116.98 575.4 985.71 0.00 0.0 67.0 366.9

Net Emissions 0.00 0.0 0.00 0.00 0.0 0.0 0.0

PSD or Offset Threshold 25/15 25.0 100.00 25.00 - 25.0 -
De Minimis Threshold - - - - 15 - 25

U.S. Steel - Gary Works Page 1 of 1
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Boiler No. 1
(MMscf)

Boiler No. 2
(MMscf)

Boiler No. 3
(MMscf)

Boiler No. 1
(Kgal)

Boiler No. 2
(Kgal)

Boiler No. 3
(Kgal)

Oct-97 22.98 20.92 23.73 4.52 4.11 4.66
Nov-97 22.06 20.32 22.81 2.19 2.02 2.26
Dec-97 20.92 16.10 18.33 1.36 1.05 1.19
Jan-98 24.47 24.56 25.83 1.74 1.75 1.84
Feb-98 25.36 25.49 27.34 0.80 0.81 0.87
Mar-98 24.63 24.03 16.23 16.29 15.89 10.73
Apr-98 13.54 21.79 21.62 0.82 1.33 1.32
May-98 19.57 15.48 21.12 5.21 4.12 5.62
Jun-98 20.15 13.42 17.92 19.09 12.71 16.98
Jul-98 23.89 23.14 25.61 5.59 5.42 6.00
Aug-98 18.19 17.23 19.14 4.15 3.93 4.36
Sep-98 26.29 27.06 25.35 9.57 9.85 9.23
Oct-98 23.91 22.63 25.00 5.44 5.15 5.68
Nov-98 26.90 22.93 23.12 30.18 25.73 25.94
Dec-98 32.87 28.67 32.73 10.31 8.99 10.27
Jan-99 66.16 64.53 71.98 5.88 5.73 6.39
Feb-99 31.71 11.19 33.92 9.36 3.30 10.02
Mar-99 37.62 31.09 42.53 9.85 8.14 11.14
Apr-99 29.59 29.16 15.82 3.15 3.11 1.68
May-99 25.30 24.97 28.32 2.34 2.31 2.62
Jun-99 23.16 22.34 26.07 5.48 5.29 6.17
Jul-99 21.41 20.59 23.64 2.07 1.99 2.29
Aug-99 29.19 28.46 32.64 2.41 2.35 2.69
Sep-99 20.40 20.79 21.86 9.99 10.18 10.71

Two-Year Totals
Annual Average 924.9 236.9

Natural Gas (NG) Usage No. 6 Fuel Oil (FO) Usage

Month

1849.8 473.8

Table 1
Fuel Consumption Rates

Natural Gas and No. 6 Fuel Oil
(Purchased Fuels)

TBBH Boiler Nos. 1, 2 and 3

U.S. Steel -Gary Works Page 1 of 1
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