
Glen Sylvester
Dutchmen Manufacturing
305 Steury Avenue
Goshen, Indiana 46526

Re: Registered Construction and Operation Status, 
        039-5570-00377

Dear Glen Sylvester:

The application from Dutchmen Manufacturing, received on March 19, 1996, has been reviewed. 
Based on the data submitted and the provisions in 326 IAC 2-5.1, it has been determined that the
following, to be located at 69871 East County Line Road in Middlebury, Indiana, is classified as
registered: 

(a) One paint booth, coating cabinets and walls, 1.583 units per hour coated, application       
             method aerosol.  No stacks.

(b) One paint booth, coating preassembled campers, 1.583 units per hour coated,
application method aerosol.  No stacks.

(c) Three space heaters, fueled by liquified petroleum gas, identified as H1 thru H3, each
having a heat capacity of 0.150 MMBTU per hour.  Stack height is 21 feet with a
diameter of 0.83 feet.

(d) One hot water heater, fueled by liquified petroleum gas, identified as HW1, having a
heat capacity of 0.1 MMBTU per hour.  Stack height is 15 feet with a diameter of 0.5
feet.

(e) Four radiant heaters, fueled by liquified petroleum gas, identified as H4 thru H8, each
having a heat capacity of 0.150 MMBTU per hour.  Stack height is 16 feet with a
diameter of 0.5 feet.

(f) One space heater, fueled by liquified petroleum gas, identified as H9, having a heat
capacity of 0.1 MMBTU per hour.  Stack height is 21 feet with a diameter of 0.67 feet.

(g) One metal inert gas, type of wire used silicon carbide, maximum hourly consumption of
wire per station is 0.01 pounds per hour.

(h) Two stick welding stations, type of electrode used 7014, number of electrodes per hour
2.0 (total) and weight of electrode is 0.06 pounds per stick.

(i)  One oxyacetylene, maximum metal thickness cut is 0.375 inches, maximum metal
cutting rate is 0.167 inches per minute.

(j) The wood processing equipment (maximum throughput of wood is 2338.6 pounds per
hour, luan is 166.6 pounds per hour, and plywood is 666.6 pounds per hour) consisting
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of the following:

1) Five chop saws
2) Two table saws
3) One belt sander
4) Two routers
5) Two band saws
6) Three drill presses
7) Two radial arm saws

The following conditions are applicable:

326 IAC 6-3-2 (Process operations: particulate emission limitations)
Pursuant to 326 IAC 6-3-2, no persons shall operate the wood processing equipment so  

             as to produce, cause, suffer, or allow particulate matter to be emitted in excess of the      
             amount of 3.4 pounds per hour.

326 IAC 8-2-12 (Wood furniture and cabinet coating)
Pursuant to 326 IAC 8-2-12, the owner or operator shall apply all coating material, with    

             the exception of no more than ten (10) gallons of coating per day used for touch-up and   
             repair operations, using one of more of the following applications systems: airless spray  
             application, air-assisted airless spray application system, electrostatic spray application   
             system, electrostatic bell or disc application system, heated airless spray application        
             system, roller coat, brush or wipe application system or dip-and-drain application              
             system.

The method of application used is aerosol spray, and this is an acceptable method.          
             Therefore, the operation is in compliance.

This registration is the first air approval  issued to this source.  The source may operate
according to 326 IAC 2-5.5.

An authorized individual shall provide an annual notice to the Office of Air Management that the
source is in operation and in compliance with this registration pursuant to 326 IAC 2-5.1-2(f)(3). The
annual notice shall be submitted to:

Compliance Data Section
Office of Air Management
100 North Senate Avenue
P.O. Box 6015
Indianapolis, IN 46206-6015

no later than March 1 of each year, with the annual notice being submitted in the format
attached.
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An application or notification shall be submitted in accordance with 326 IAC 2 to the Office of Air
Management (OAM) if the source proposes to construct new emission units, modify existing emission
units, or otherwise modify the source.

Sincerely,

Paul Dubenetzky, Chief
Permits  Branch
Office of Air Management

paf
cc: File - Elkhart County

Elkhart County Health Department
  Air Compliance - Greg Wingstrom 

Northern Regional Office
Permit Tracking - Janet Mobley 
Technical Support and Modeling - Michele Boner
Compliance Data Section - Karen Nowak 
Office of Enforcement

 



Registration
Annual Notification

This form should be used to comply with the notification requirements under 326 IAC 2-5.1-
2(f)(3) or 326 IAC 2-5.5-4(a)(3)

Company Name:

Address:

City:

Authorized individual:

Phone #:

Registration #:

I hereby certify that [source] is still in operation and is in compliance with the requirements of Registration
000-0000-00000.

Name (typed):

Title:

Signature:

Date:


